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To help you with selecting the right type of product for your needs we have prepared a configurator  
of Triton products. Create a product code of cabinet as per your needs.

Exact specification of free-standing cabinets can be found in our configurator on web page  
https://triton-racks.com/configurator/.

Configurator

Part numbering of free-standing cabinets

the same part numbering  
as front door lock

the same part numbering 
as front door

See configurator on 
www.triton.cz

Rear door lock

Rear door

Side cover

D –  maximum load 1800 kg
I –  RIE
M –  RMA
O –  ROA
P –  RPA, RPE
S –   19“ open frame
T – RTA
Y – RYA
Z –  RZA – ready to assemble

height of cabinet  
or frame in units

6 – 600 mm
8 – 800 mm

A –  19“
B –  21“
N – 19“ RMA, RIE,  
     RZA (800 kg)
X –  without inch 

spacing

6 – 600 mm
8 – 800 mm
9 – 900 mm
1 – 1000 mm
0 – 1100 mm
2 – 1200 mm

A – IP20
B – IP40
E – IP54
X – no IP

B – black RAL 9005
C – grey RAL 7035

Type

Height Width EnclosureDepthProtection Colour

A –  Triton plastic handle
B – one-point code locking system
C –  three-point lock
E –  three-point lock on Triton handle with cylindrical 

insert
F –  Triton handle with cylindrical insert
H – three-point code locking system
J – 3-point locking system with cylinder Triton  
  for one-wing door (pair) 
M –  t hree-point lock for cylinder 
O – Handle with cylinder lock Triton for one-wing  
  door (pair)
P –  Triton handle with no cylindrical insert - uniform key
Q –  three-point lock with Triton handle with no cylindrical 

insert
U – lock for one-wing door - cylinder Triton - uniform key
X –  without lock

Front door lock

A –  left glass
B –  right glass 
C –  steel left
D –  steel right
E –  double door – glass
F –  double door – steel
G –  double door, perforated with 80 % permeability
L –  left perforatd with 80 % permeability
M –  right perforated with 80 % permeability
O –  rear perforated panel with 80% permeability
Q –  double door, perforated with 86% permeability
R –  left perforated with 86% permeability
S –  right perforated with 86% permeability
T –  back cover with 86 % permeability
X –  without door
Z –  steel rear panel

Front door

https://triton-racks.com/configurator/
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Part numbering of wall-mounted cabinets

Part numbering of accessories

the combination  
of letters is specific 
for each type

B –  RAL 9005
C –  RAL 7035
X –  product galvanized  

or with no colour

type of accessories
number 
modification

A – 19“
B – 21“
C – 10“
X –  without inch 

spacing

Type

Colour

Identification
Model

Accessories

B – RBA – glass door
K – RKA – 10/19“ 

combination
U – RUA – glass door 

with removable 
side covers

X – RXA – flat-pack

A –  left glass
B –  right glass 
C –  steel left
D –  steel right
L –  left perforated with  

80 % permeability
M –  right perforated with  

80 % permeability
X –  without door

height of cabinet 
or rack in units

A – IP20
X – no IP

A – with lock
X – with no lock

B – RAL 9005
C – RAL 7035

2, 3, 4, 5, 6  
(approximate depth 
in decimetres)

A – 19“
C – 10“

S – one-sectioned
D – two-sectioned

Type

Door

Height

IP protections

Lock

Colour

Depth
EnclosureNumber of sections


